
T-839  MAINTENANCE FOR PROJECT USE (05/07) 

 

 

839.01  Description 

 

Work consists of providing minimum access required for Purchaser's Operations and 

associated Forest Service contract administration and preventing unacceptable resource or 

road damage. 

 

839.02  Maintenance Requirements 

 

         A.  Purchaser is authorized to perform the following maintenance to provide vehicle 

passage and drainage: 

 

          1. Removing log, earth, and rock barriers and/or improving existing road junctions to 

enable vehicle access as mutually agreed. 

 

           2.  Smoothing or filling existing cross ditches and water bars. 

 

       3. Installing Purchaser-furnished culverts or other temporary drainage 

structures for shallow stream crossings as approved by the Contracting 

Officer. 

 

        4.  Removing brush, fallen trees, rocks, and other materials from the traveled 

way and other locations that interfere with needed maintenance: 

 

   a. Place all removed materials away from drainages. 

 

   b. Limb and remove timber which meets utilization standards or deck 

at      

                     locations approved by the Contracting Officer.  Scatter other 

woodymaterials, including limbs, off of and below the roadbed 

without creating concentrations. 

 

  5.  Clean and recondition drainage structures in accordance with Section T-831 

and Section T-834. 

 

  6. Reposition or ramp over slough and slides to provide adequate width of 

traveled way material. 

 

  7. Provide traveled way drainage above slumps and seal cracks in slump                   

area.  Ramp the slumps on both ends into undisturbed roadbed to provide 

usable width unless otherwise ordered by the Contracting Officer. 

 



 B.    During use, the traveled way shall not channel water along the road. Prior to 

seasonal periods of anticipated rains and runoff, perform the following 

work: 

 

       1. Shape the traveled way and roadbed to drain. 

 

    2.  Reinstall removed cross ditches and water bars and provide any additional 

drainage structures necessary to offset changes through use and 

maintenance. 

 

  3.  Perform work outlined in 839.02 A (5), (6), and (7). 

 

       4.  During periods of non use, replace original barrier or provide and maintain 

standard MUTCD, Type 3, barricades unless alternate type barriers are 

approved by the Contracting Officer. 

 

839.03  Post Haul Requirements 

 

         A.  Upon completion of project use perform such work as needed to reasonably 

conform to the character of the existing road prior to Purchaser's maintenance for 

project use, unless otherwise provided in the SUPPLEMENTAL 

SPECIFICATIONS or the Road Listing.  Work shall be in addition to requirements 

of 839.02 B and in accordance with 839.03 B and C.   

 

 B.   Roads designated in the Road Listing to be blocked shall conform to the 

requirements of Section T-835.  Unless otherwise approved by the Contracting 

Officer, remove Purchaser-installed temporary structures from National Forest 

System land. Associated commercially-obtained materials shall remain the property 

of the Purchaser. 

 

 C.   Remove or reshape Purchaser improvements at road junctions, as approved by the 

Contracting Officer at the time of improvement. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



SUPPLEMENTAL SPECIFICATION (2/11) 

T-854-01F 

TREATMENT AND DISPOSAL OF DANGER TREES 

 

854.02 Requirements 

 

      A. Designation of danger tress 

 

Delete the entire paragraph and substitute the following: 

 

Regulatory Reference:  Occupational Safety & Health Administration (OSHA). 

 

The Purchaser shall identify and mitigate dangers to workers from danger trees in accordance 

with Oregon Occupational Safety and Health Code Division 7 Forest Activities.  Division 7 

requires an evaluation by employers of any tree or snag (dead tree) within reach of a work 

area to determine if it poses a danger to personnel.  If the tree or snag poses a danger it must 

be felled, or the work arranged to minimize danger to workers (2).  Roads (6).  On those 

portions of roads under the direct control of the employer:  (a) all danger trees that can fall or 

slide onto the roadways must be felled (2). 

 

 

 

  



WALLOWA-WHITMAN 

SPECIAL PROJECT SPECIFICATION (2/06) 

 

T-854F          TREATMENT AND DISPOSAL OF DANGER TREES  

  

 

 

854.01 Description 

 

This work consists of felling and disposal of designated live or dead danger trees 

sufficiently tall to reach roads used (including temporary roads) by the Purchaser.  Any 

removal of logs is subject to prior agreement between the Forest Service and the 

Purchaser. 

 

Road use for purchaser’s operations and haul is contingent upon the required treatment of 

all danger trees regardless of when identified or marked for treatment. 

 

854.02 Requirements 

 

 A.  Designation of danger trees.   

 

Danger trees to be felled will be designated in advance of commercial operations 

commencing. Identification of these trees may be made by the purchaser and/or the 

Forest Service.  Marking of the designated trees shall be conducted by the Forest Service. 

         

B. Falling, bucking and treatment for disposal.  
 

Use controlled felling to ensure the direction of fall and prevent damage to property, 

structures, roadway, residual trees, and traffic.  Stump heights, measured on the side 

adjacent to the highest ground, must not exceed 12 inches or 1/3 of the stump diameter, 

whichever is greater.  Higher stump heights are permitted when necessary for safety.   

 

Felled snags and trees, which are not designated for removal, will be left in a stable condition 

such that they will not roll or slide.   Position logs away from standing trees so they will not 

roll, are not on top of one another, and are located out of roadway and drainage structures. 

   

Fell, limb and, remove trees, which are Marked for removal, that equal or exceed the 

utilization standards as listed in the Timber Sale contract or Special Project 

Specifications.  Dispose of merchantable timber designated for removal in accordance 

with B/BT2.32 Construction Clearing, of the Timber Sale Contract, or as described in 

Special Project Specifications.  

 

 

 

 C.  Slash treatment.   

 



Within the roadway, remove limbs, chunks, and debris in excess of 12 inches in length and 3 

inches in diameter, and concentrations that may plug ditches or culverts, and water courses. 

 

Dispose of slash by scattering outside the roadway limits without damaging trees, or 

improvements.      

 

 

 

 

 

 


